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A new generation of Automatic Wax Injectors 

Features MJ-01 C13A SMART 

Semi-automatic wax injectors, single workstation in right 

position for single operator, equipped with alluminium tank 

(capacity 4,5 kg), injection system by piston of 25 cm³, 7” 

touch screen, RFID reader and writer , self centering clamp 

C13A with Auto-Start System (plate size 130x120x50 mm) 

and one pump  Vap 14 4,6 m³/h  included  

Caratteristiche MJ-01 C13A SMART 

Iniettore cera a singola postazione destra per singolo operato-

re, provvisto di serbatoio in alluminio (capacità 4,5 kg), pisto-

ne di iniezione da 25 cm³, touch screen da 7”, lettore e scritto-

re RFID, pinza autocentrante C13A con Sistema Auto-Start 

(dim.  130x120x50 mm)  ed una pompa Vap 14  4,6 m³/h in-

clusa  

Mould size / Dimensioni stampi Min. 50x30x10 mm  -  Max 130x120x50 mm 

Clamp Size  / Dimensioni pinza 130x120x50 mm 

Injection System / Sistema d’iniezione 25 cm³ - 20 gr (65 cm³ - 130 cm³ optional) 

Touch screen display / Schermo touch screen Color 7” - storable programs with pictures 

Productivity / Produttività 300 pz/h - 2.400 pz/8H with Auto-Start System 

Power Supply / Alimentazione 240 VAC  - (110 VAC optional) 

System pressure / Pressione di esercizio 6 Bar 

Vacuum Pump / Pompa vuoto 4,6 m³/h  - (8 m³/h optional)  

Dimension / Dimensioni 55x32x45 cm  -  with packing 65x55x65 cm 

Weight / Peso 30 Kg  -  with packing 54 Kg 

MJ-01 C13A Smart Auto-Start 

High Productivity 
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